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Course announcements

ÅHomework 6 will be posted tonight.
- Will be due Sunday 10th.
- Almost no coding, only data capture and using existing code.
- You will need high-sensitivity cameras, so use the DSLRs you 
have picked up.

ÅFinal project report deadline moved to December 15th.
- Originally was December 11th.



hǾŜǊǾƛŜǿ ƻŦ ǘƻŘŀȅΩǎ ƭŜŎǘǳǊŜ

ÅThe non-line-of-sight (NLOS) imaging problem.

ÅActive NLOS imaging using time-of-flight imaging.

ÅActive NLOS imaging using WiFi.

ÅPassive NLOS imaging using accidental pinholes.

ÅPassive NLOS imaging usingaccidental reflectors.

ÅPassive NLOS imaging usingcorners.



Slide credits

Many of these slides were directly adapted from:

ÅShreeNayar(Columbia).
ÅFadelAdib(MIT).
ÅKatie Bouman(MIT).



The non-line-of-sight (NLOS) imaging problem



Time-of-flight (ToF) imaging



Looking around the corner



Looking around the corner



Active NLOS imaging using time-of-flight imaging
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Processing another single-pixel transient
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ÅWhat assumption are we making here?

ÅIs there any other information we are not using?

Photons only interact 

with the NLOS scene 

once (3-bounce paths)

We need to also 

account for intensity
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Elliptic backprojection



Elliptic backprojection
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Reconstructing Hidden Rooms: One plane at a time

Visible wall

Invisible walls 



Reconstructing Rectangular Rooms

Original room Reconstructed  room

Å Average AICP error for all the walls is TBD mm (TBD %). ïNormalized with average room 

length of 1.1m



Reconstructing Complex Shape and Reflectance

wall

camerahidden object

what depth our 
camera sees

what a regular 
camera sees

wall

camerahidden object

what shape our 
camera sees

what a regular 
camera sees



Active NLOS imaging using WiFi



Imaging through occlusions



Imaging through occlusions
using radio frequencies



Key Idea



Challenges

Wall refection is 10,000x stronger than 
reflections coming from behind the wall

Tracking people from their reflections



Wi-Vi: Small, Low-Power, Wi-Fi

Å9ƭƛƳƛƴŀǘŜ ǘƘŜ ǿŀƭƭΩǎ ǊŜŦƭŜŎǘƛƻƴ

ÅTrack people from reflections

ÅGesture-based interface

ÅImplemented on software radios



Iƻǿ /ŀƴ ²Ŝ 9ƭƛƳƛƴŀǘŜ ǘƘŜ ²ŀƭƭΩǎ 
Reflection?



Idea:transmit two waves that cancel each other 
when they reflect off static objects but not 
moving objects

Wall is static

People tend 
to move

disappears

detectable



9ƭƛƳƛƴŀǘƛƴƎ ǘƘŜ ²ŀƭƭΩǎ wŜŦƭŜŎǘƛƻƴ

Transmit 
Antennas

Receive Antenna:

ʰȄ

x



9ƭƛƳƛƴŀǘƛƴƎ ǘƘŜ ²ŀƭƭΩǎ wŜŦƭŜŎǘƛƻƴ

h2

h1

y = h1 x + h2ʰȄ
0

ʰ Ґ -h1 / h2

Receive Antenna:

ʰȄ

x



Eliminating All Static Reflections



Eliminating All Static Reflections

y = h1 x + h2ʰȄ

Static objects (wall, furniture, 
etc.) have constant channels

y = h1 x + h2(- h1/ h2)x
0

People move, therefore 
their channels change

y = h1
Ωx + h2

Ω(- h1/ h2)x

Not Zero

h2

h1

ʰȄ

x



How Can We Track Using Reflections?



Direction of 
reflection

Ȇ

Antenna Array

Tracking Motion

RF source



Ȇ

Antenna Array

Tracking Motion
Direction of motion

At any point in time, we 
have a single measurement
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Ȇ

Antenna Array

Tracking Motion
Direction of motion

Ȇ

Direction

of motion
Human motion emulates antenna array





A Through-Wall Gesture Interface

ÅSending Commands with Gestures

Å¢ǿƻ ǎƛƳǇƭŜ ƎŜǎǘǳǊŜǎ ǘƻ ǊŜǇǊŜǎŜƴǘ ōƛǘ ΨлΩ ŀƴŘ 
ōƛǘ ΨмΩ

ÅCan combine sequence of gestures to convey 
longer message



Gesture Encoding

.ƛǘ ΨлΩΥ ǎǘŜǇ ŦƻǊǿŀǊŘ ŦƻƭƭƻǿŜŘ ōȅ ǎǘŜǇ ōŀŎƪǿŀǊŘ

.ƛǘ ΨмΩΥ ǎǘŜǇ ōŀŎƪǿŀǊŘ ŦƻƭƭƻǿŜŘ ōȅ ǎǘŜǇ ŦƻǊǿŀǊŘ

Step Backward

Step Forward



.ƛǘ ΨмΩ.ƛǘ ΨлΩ

Gesture Decoding

Matched Filter

Peak Detector

Gesture interface that works through walls 
and none-line-of-sight



Imaging through occlusions
using radio frequencies

Head

Right 
Arm

Chest

Left Arm

Lower
Left Arm

Lower
Right 
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Feet

Our output

Camera image

Our RF sensor



RF ImagingTraditional Imaging

ÅCannot image through 
occlusions like walls

ÅForm 2D images using 
lenses

ÅWalls are transparent and 
can image through them

ÅNo lenses at these 
frequencies



Imaging with RF

Antenna

No lens at these frequencies

Antenna cannot distinguish bounces from different directions



Antenna
Array

Extend to 3D with time-of-flight measurements by 
repeating this at every depth

Beamforming: Use multiple antennas to scan reflections 
within a specific beam 

Imaging with RF



Coarse-to-fine Scan

ÅLarger aperture (more antennas) means finer 
resolution

Used antennas



Used antennas

Coarse-to-fine Scan
Reflectors



Scanned
region

Coarse-to-fine Scan

Used antennas



Scanned
regions

Coarse-to-fine Scan

Used antennas



ÅWalls are transparent and 
can image through them

ÅNo lenses at these 
frequencies

ÅNo reflections from most 
points: all reflections are 
specular

RF ImagingTraditional Imaging

ÅCannot image through 
occlusions like walls

ÅForm 2D images using 
lenses

ÅGet a reflection from all 
points: can image all the 
body



Output of 3D RF Scan

Blobs of 
reflection power

Challenge:5ƻƴΩǘ ƎŜǘ ǊŜŦƭŜŎǘƛƻƴǎ ŦǊƻƳ 
most points in RF



At frequencies that traverse walls, human body parts are 
specular (pure mirror)

Challenge:5ƻƴΩǘ ƎŜǘ ǊŜŦƭŜŎǘƛƻƴǎ ŦǊƻƳ 
most points in RF
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Cannot Capture 
Reflection

At every point in time, get reflections from only 
a subset of body parts

At frequencies that traverse walls, human body parts are 
specular (pure mirror)

Challenge:5ƻƴΩǘ ƎŜǘ ǊŜŦƭŜŎǘƛƻƴǎ ŦǊƻƳ 
most points in RF



Solution Idea:Exploit Human Motion and 
Aggregate over Time

RF Imaging 
Array



RF Imaging 
Array

Solution Idea:Exploit Human Motion and 
Aggregate over Time



3m 2.5m 2m

Chest (Largest 
Convex Reflector)

Use it as a pivot: for motion 
compensation and segmentation

Human Walks toward Sensor



3m 2.5m 2m

Human Walks toward Sensor

Chest (Largest 
Convex Reflector)

Use it as a pivot: for motion 
compensation and segmentationCombine the various snapshots

Right 
arm

Left 
arm

Head

Lower 
TorsoFeet



Human Walks toward Sensor



Implementation

ÅHardware
ï2D Antenna Array 

ïBuilt RF circuit
Å1/1,000 power of WiFi

ÅUSB connection to PC

ÅSoftware
ïCoarse-to-fine algorithm implemented in GPU to 

generate reflection snapshots in real-time

Rx 

Tx 



Evaluation

ÅRF-Capture sensor placed behind the wall

Å15 participants 

ÅUse Kinect as baseline when needed

Snapshots	are	Collected	across	Time	Sensor	is	Placed	Behind	a	Wall	 Captured	Human	Figure	

SENSOR	SETUP	 CAPTURE	ALGORITHM	

Sensor	

Head	

Right	Arm	

Chest	

Le 	Arm	

Lower	
Le 	Arm	

Lower	
Right	Arm	

Feet	



Sample Captured Figures through Walls



Sample Captured Figures through Walls
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Tracking result



Writing in the air

Median Accuracy is 2cm

Kinect (in red)



Passive NLOS imaging using accidental pinholes



What does this image say about the world outside?



Accidental pinhole camera



Accidental pinhole camera

window is an aperture

projected pattern on the wall window with smaller gap

upside down view outside window



Accidental pinspeckcamera



Passive NLOS imaging using accidental reflectors



Ophthalmology

ɈAnatomy, physiology                    

Ȼ'ÌÓÔÏÖÓÛáɯƔƝȰȱȼ

Computer Vision

ɈIris recognition

Ȼ#ÈÜÎÔÈÕɯƝƗȰȱȼ

HCI

ɈGaze as an interface 

Ȼ!ÖÓÛɯƜƖȰȱȼ

Computer Graphics

ɈVision -realistic Rendering 

Ȼ!ÈÙÚÒàɯÌÛɯÈÓȭɯƔƖȰȱȼ



Corneal Imaging System



Geometric Model of the Cornea

mm5.5mm18.2 ==
Lb

rt

R=7.6mm

eccentricity = 0.5

Cornea

ScleraIris Pupil



Self-calibration:  
3D Coordinates,  3D Orientation



Viewpoint Loci

camera pupil

Z

X

cornea



Viewpoint Loci
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Viewpoint Loci

cornea

camera pupil



Resolution and Field of View

X

Z

gaze direction

cornea



Resolution and Field of View
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Resolution and Field of View

X

Z

FOV

gaze direction

cornea

27 45×ÌÙÚÖÕɀÚɯ%.5

resolution





Environment Map from an Eye



What Exactly You are Looking At
Eye Image:

Computed Retinal Image:

huris8newczerofilled.html
alexenvmap.html


threeexamples.html
threeexamples.html
threeexamples.html




Corneal Stereo System

right cornea left cornea

camera pupil

epipolar curve

epipolar plane



CǊƻƳ ¢ǿƻ 9ȅŜǎ ƛƴ ŀƴ LƳŀƎŜ Χ

Epipolar CurvesReconstructed Structure (frontal and side view)

Y

X

X

Y

Z



9ȅŜǎ wŜǾŜŀƭ Χ

ÅWhere the person is

ÅWhat the person is looking at

ÅThe structure of objects



Implications

Human Affect Studies:Social Networks

Security:Human Localization

Advanced Interfaces:Robots, Computers

Computer Graphics:Relighting [SIGGRAPH 04]



Dynamic Illumination in a Video



Point Source Direction from the Eye

intensity



Point Source Trajectory from the Eye

(deg.) (deg.)

(deg.)

(deg.)



Inserting a Virtual Object



Sampling Appearance using Eyes



Sampling Appearance using Eyes



Computed Point Source Trajectory

intensity



Fitting a Reflectance Model



3D Model Reconstruction



Relighting under Novel Illumination



VisualEyesTM

http://www.cs.columbia.edu/CAVE/

with Akira Yanagawa



Passive NLOS imaging using corners











































References

Basic reading:
Å KirmaniŜǘ ŀƭΦΣ ά[ƻƻƪƛƴƎ ŀǊƻǳƴŘ ǘƘŜ ŎƻǊƴŜǊ ǳǎƛƴƎ ǳƭǘǊŀŦŀǎǘ ǘǊŀƴǎƛŜƴǘ ƛƳŀƎƛƴƎΣέ L//± нллф ŀƴŘ 

IJCV 2011.
Å VeltenŜǘ ŀƭΦΣ άwŜŎƻǾŜǊƛƴƎ ǘƘǊŜŜ-dimensional shape around a corner using ultrafast time-of-
ŦƭƛƎƘǘ ƛƳŀƎƛƴƎΣέ bŀǘǳǊŜ /ƻƳƳǳƴƛŎŀǘƛƻƴǎ нлмнΦ

the two papers showing how ToFimaging can be used for looking around the corner.
Å Abib and KatabiΣ άSee Through Walls with Wi-FiΗΣέ {LD/haa нлмоΦ
Å Abibet al.,ά/ŀǇǘǳǊƛƴƎ ǘƘŜ IǳƳŀƴ CƛƎǳǊŜ ¢ƘǊƻǳƎƘ ŀ ²ŀƭƭΣέ {LDDw!tI !ǎƛŀ нлмрΦ

the two papers showing that WiFican be used to see through walls.
Å¢ƻǊǊŀƭōŀ ŀƴŘ CǊŜŜƳŀƴΣ ά!ŎŎƛŘŜƴǘŀƭ tƛƴƘƻƭŜ ŀƴŘ Pinspeck/ŀƳŜǊŀǎΣέ /±tw нлмнΦ

the paper discussing passive NLOS imaging using accidental pinholes.
Å NishimoandNayar,ά/ƻǊƴŜŀƭ LƳŀƎƛƴƎ {ȅǎǘŜƳΥ 9ƴǾƛǊƻƴƳŜƴǘ ŦǊƻƳ 9ȅŜǎΣέ LW/± нллсΦ

the paper discussing passive NLOS imaging using accidental reflectors.
Å BoumanŜǘ ŀƭΦΣ ά¢ǳǊƴƛƴƎ ŎƻǊƴŜǊǎ ƛƴǘƻ ŎŀƳŜǊŀǎΥ tǊƛƴŎƛǇƭŜǎ ŀƴŘ aŜǘƘƻŘǎΣέ L//± нлмтΦ

the paper discussing passive NLOS imaging using corners.

Additional reading:
ÅPediredlaŜǘ ŀƭΦΣ άReconstructing rooms using photon echoes: A plane based model and 

reconstruction algorithm for looking around the cornerΣέ ICCP 2017.
the paperon NLOS room reconstruction using ToFimaging.

ÅNishimoand NayarΣ άEyes for relightingΣέ {LDDw!tI 2004.
a follow-up paper to the paper on corneal imaging, show how similar ideas can be used 
for relighting and other image-based rendering tasks.


