Light transport probing



conventional photography

photo transport matrix [Ngetal. 03]

degrees of freedom = m




primal-dual coding photography

“probing matrix”
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experimental setup

litter
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Rademacher primal-dual codes

stochastic diagonal estimator (sekasetal. 07]
primal codes are Rademacher random vectors: 1, = random vectorin {—1,+1}"

dual codes derive from primal code: m; = 1;

codes converge to identity probing matrix: (I ® T)1 ~ % ;h:l m; © T 1,

_ _ f_ P i . M 2
variance of pixel n for K primal-dual codes = 74 Zm:l?,.”i,”.,; s

aperture correlation (microscopy) is a diagonal estimator [Wilson et al. 96, Levoy et al. 04]

stochastic estimator for general probing
dual codes for general probing matrix II: m,; = II 1;




Directglobal separation using diagonal
probing (ceaxial case)



designing probing matrices

transport matrix
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designing probing matrices
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coaxial example: contrast-enhancing direct light

conventional all light paths
photo




coaxial example: contrast-enhancing direct light
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photo % indirect light paths




coaxial example: contrast-enhancing direct light
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coaxial example: capturing short to long range paths
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coaxial example: capturing short to long range paths
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coaxial example: capturing short to long range paths
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coaxial example: separating light transport effects

all light paths




conventional photography

photo records all light paths
that reach camera sensor




