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Course announcements

ÅHomework 1 is out.
- Due September 13th. 
- Make sure to sign up for a camera if you need one.
-5ǊƻǇ ōȅ ¸ŀƴƴƛǎΩ ƻŦŦƛŎŜ ǘƻ ǇƛŎƪ ǳǇ ŎŀƳŜǊŀǎ ŀƴȅ ǘƛƳŜΦ

ÅAny remaining waitlistingissues?



hǾŜǊǾƛŜǿ ƻŦ ǘƻŘŀȅΩǎ ƭŜŎǘǳǊŜ

ÅExposure control.

ÅLight metering.

ÅOur devices do not match the world.

ÅHigh dynamic range imaging.

ÅRadiometric calibration.

ÅOther aspects of HDR imaging.

ÅTonemapping.

ÅA few thoughts on HDR imaging and tonemapping.



Slide credits

Many of these slides were inspired or adapted from:

ÅJames Hays (Georgia Tech).
ÅFredoDurand (MIT).
ÅGordon Wetzstein(Stanford).
ÅMarc Levoy(Stanford, Google). 
ÅSylvain Paris (Adobe).
ÅSam Hasinoff(Google).



Exposure control



What is exposure?

wƻǳƎƘƭȅ ǎǇŜŀƪƛƴƎΣ ǘƘŜ άōǊƛƎƘǘƴŜǎǎέ ƻŦ ŀ ŎŀǇǘǳǊŜŘ ƛƳŀƎŜ ƎƛǾŜƴ ŀ ŦƛȄŜŘ ǎŎŜƴŜΦ

Exposure = Gain x Irradiance x Time

Å Irradiance is controlled by the aperture.
ÅTime is controlled by the shutter speed.
ÅGain is controlled by the ISO.



Exposure controls brightness of image

Exposure

Aperture

Shutter ISO
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Shutter speed

shutter

incoming 
light

Controls thelength oftime that shutter remains open.

closed shutter

sensor



Shutter speed

shutter

incoming 
light

Controls thelength oftime that shutter remains open.

open shutter

sensor



Shutter speed



Shutter speed

shutter

sensor

incoming 
light

Controls theperiod oftime that shutter remains open.

open shutter
What happens to the image as we increase shutter speed?



Side-effects of shutter speed

Iƻǿ Ŏŀƴ ǿŜ άǎƛƳǳƭŀǘŜέ ŘŜŎǊŜŀǎƛƴƎ ǘƘŜ ǎƘǳǘǘŜǊ ǎǇŜŜŘΚ

Moving scene elements appear blurry.



Motion deblurring

Shah etal. High-quality Motion Deblurring from a Single Image, SIGGRAPH 2008



Exposure controls brightness of image

Exposure

Aperture

Shutter ISO



Aperture

controls area of lens that receives light



controls area of lens that receives light





Aperture size



Circle of confusion
aperture also determines the size of circle 

of confusion for out of focus objects



Circle of confusion

Aperture also controls size of circle of confusion for out of focus objects

Take off your glasses and squint.



Depth of field

wŀƴƎŜ ƻŦ ŘŜǇǘƘǎ ŦƻǊ ǿƘƛŎƘ ǘƘŜ ŎƛǊŎƭŜ ƻŦ ŎƻƴŦǳǎƛƻƴ ƛǎ άŀŎŎŜǇǘŀōƭŜέ





Depth of field



Depth of field
{ƘŀǊǇ ŘŜǇǘƘ ƻŦ ŦƛŜƭŘ όάōƻƪŜƘέύ ƛǎ ƻŦǘŜƴ ŘŜǎƛǊŀōƭŜΦ

Which of the two images was captured with the larger aperture?



Depth of field
{ƘŀǊǇ ŘŜǇǘƘ ƻŦ ŦƛŜƭŘ όάōƻƪŜƘέύ ƛǎ ƻŦǘŜƴ ŘŜǎƛǊŀōƭŜΦ



Depth of field
Form of bokeh is determined by shape of aperture



[Ŝƴǎ άǎǇŜŜŘέ
! άŦŀǎǘέ ƭŜƴǎ ƛǎ ƻƴŜ ǘƘŀǘ Ƙŀǎ ŀ ǾŜǊȅ ƭŀǊƎŜ maxaperture.

ÅWe can use the paraxial approximation to estimate a limit on F-number equal to:

ÅLowest possible N in air is f / 0.5.



Fastest lenses commercially available
In consumer photography, fastest lenses are f/0.9 ςf/0.95.

Leica Noctilux50mm f/0.95 (Price tag: > $10,000)

Fast lenses tend to be bulky and expensive.



Fastest lens made?
Zeiss 50 mm f / 0.7 Planar lens

ÅhǊƛƎƛƴŀƭƭȅ ŘŜǾŜƭƻǇŜŘ ŦƻǊ b!{!Ωǎ !Ǉƻƭƭƻ ƳƛǎǎƛƻƴǎΦ
ÅStanley Kubrick somehow got to use the lens to shoot movies under only candlelight.
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How can you simulate bokeh?



How can you simulate bokeh?

.ŀǊǊƻƴ Ŝǘ ŀƭΦΣ άCŀǎǘ .ƛƭŀǘŜǊŀƭ-{ǇŀŎŜ {ǘŜǊŜƻ ŦƻǊ {ȅƴǘƘŜǘƛŎ 5ŜŦƻŎǳǎΣέ /±tw нлмр

Infer per-pixel depth, then blur with depth-dependent kernel.
Å9ȄŀƳǇƭŜΥ DƻƻƎƭŜ ŎŀƳŜǊŀ άƭŜƴǎ ōƭǳǊέ ŦŜŀǘǳǊŜ



Exposure controls brightness of image

Exposure

Aperture

Shutter ISO



The (in-camera) image processing pipeline

¢ƘŜ ǎŜǉǳŜƴŎŜ ƻŦ ƛƳŀƎŜ ǇǊƻŎŜǎǎƛƴƎ ƻǇŜǊŀǘƛƻƴǎ ŀǇǇƭƛŜŘ ōȅ ǘƘŜ ŎŀƳŜǊŀΩǎ image signal 
pǊƻŎŜǎǎƻǊ όL{tύ ǘƻ ŎƻƴǾŜǊǘ ŀ w!² ƛƳŀƎŜ ƛƴǘƻ ŀ άŎƻƴǾŜƴǘƛƻƴŀƭέ ƛƳŀƎŜΦ

analog front-
end

RAW image 
(mosaiced, 

linear, 12-bit)
white 

balance
CFA 

demosaicing
denoising

color 
transforms

tone 
reproduction

compression
final RGB 

image (non-
linear, 8-bit)



Analog front-end

analog amplifier (gain):
Ågets voltage in range 

needed by A/D converter.
Åaccommodates ISO settings.
Åaccounts for vignetting.

look-up table (LUT):
Åcorrects non-linearitiesin 
ǎŜƴǎƻǊΩǎ ǊŜǎǇƻƴǎŜ ŦǳƴŎǘƛƻƴ 
(within proper exposure).

Åcorrects defective pixels.

analog-to-digital 
converter (ADC):
Ådepending on sensor, 

output has 10-16 bits.
Åmost often (?) 12 bits.

analog 
voltage

analog 
voltage

discrete 
signal

discrete 
signal



Side-effects of increasing ISO
Image becomes very grainy because noise is amplified.



Note about the name ISO

ISO is not an acronym.
Å It refers to the International Organization for Standardization.
Å ISO comes from the Greek word ʾˋˇˌ, which means equal.
Å It is pronounced (roughly) eye-zo, and should not be spelled out.



Camera modes
!ǇŜǊǘǳǊŜ ǇǊƛƻǊƛǘȅ όά!έύΥ ȅƻǳ ǎŜǘ ŀǇŜǊǘǳǊŜΣ ŎŀƳŜǊŀ ǎŜǘǎ ŜǾŜǊȅǘƘƛƴƎ ŜƭǎŜΦ
ÅPros: Direct depth of field control.
ÅCons: Can require impossible shutter speed (e.g. with f/1.4 for a bright scene).

{ƘǳǘǘŜǊ ǎǇŜŜŘ ǇǊƛƻǊƛǘȅ όά{έύΥ ȅƻǳ ǎŜǘ ǎƘǳǘǘŜǊ ǎǇŜŜŘΣ ŎŀƳŜǊŀ ǎŜǘǎ ŜǾŜǊȅǘƘƛƴƎ ŜƭǎŜΦ
ÅPros: Direct motion blur control.
ÅCons: Can require impossible aperture (e.g. when requesting a 1/1000 speed for a dark scene)

!ǳǘƻƳŀǘƛŎ όά!¦¢hέύΥ ŎŀƳŜǊŀ ǎŜǘǎ ŜǾŜǊȅǘƘƛƴƎΦ
ÅPros: Very fast, requires no experience.
ÅCons: No control.

aŀƴǳŀƭ όάaέύΥ ȅƻǳ ǎŜǘ ŜǾŜǊȅǘƘƛƴƎΦ
ÅPros: Full control.
ÅCons: Very slow, requires a lot of experience. generic camera mode dial
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Light metering



Light metering in modern cameras

ÅSLR cameras use a separate low-
resolution sensor that is placed at the 
focusing screen.

ÅMirrorless cameras use measurements 
directly from the main sensor.



Light metering in modern cameras

ÅMeasurements are averaged to produce a single intensity estimate, which is assumed to 
ŎƻǊǊŜǎǇƻƴŘ ǘƻ ŀ ǎŎŜƴŜ ƻŦ му҈ ǊŜŦƭŜŎǘŀƴŎŜ όǘƘŜ άƪŜȅέύΦ 

Å9ȄǇƻǎǳǊŜ ƛǎ ǎŜǘ ǎƻ ǘƘŀǘ ǘƘƛǎ ŀǾŜǊŀƎŜ ƛǎ ŜȄǇƻǎŜŘ ŀǘ ǘƘŜ ƳƛŘŘƭŜ ƻŦ ǘƘŜ ǎŜƴǎƻǊΩǎ ŘȅƴŀƳƛŎ ǊŀƴƎŜΦ

ÅAveraging can be done in many ways:

1. Center-weighed.

2. Spot.

3. Scene-specific preset 
(portrait, landscape, horizon).

4. άLƴǘŜƭƭƛƎŜƴǘƭȅέ ǳǎƛƴƎ ǇǊƻǇǊƛŜǘŀǊȅ ŀƭƎƻǊƛǘƘƳΦ



Metering challenges: low resolution
Low-resolution can make it difficult to correctly meter the scene and set exposure.
Å In which of these scenes is it OK to let the brightest pixels be overexposed?
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Low-resolution can make it difficult to correctly meter the scene and set exposure.
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Our devices do not match the world
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The world has a high dynamic range



The world has a high dynamic range

10-6 106

adaptation range of our eyes

common real-world scenes



(Digital) sensors also have a low dynamic range

10-6 106

adaptation range of our eyes

common real-world scenes

10-6 106

sensor



(Digital) images have an even lower dynamic range
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(Digital) images have an even lower dynamic range

pure black pure white

Any guesses about the dynamic range of a standard 0-255 image?



(Digital) images have an even lower dynamic range

pure black pure white

Any guesses about the dynamic range of a standard 0-255 image?

about 50x 
brighter



(Digital) images have an even lower dynamic range
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(Digital) images have an even lower dynamic range
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Our devices do not match the real world
Å10:1 photographic print (higher for glossy paper)

Å20:1 artist's paints

Å200:1 slide film

Å500:1 negative film

Å1000:1 LCD display

Å2000:1 digital SLR (at 12 bits)

Å100000:1 real world

Two challenges:

1. HDR imaging ςwhich parts of the world do we include in the 8-14 bits available to our device?

2. Tonemappingςwhich parts of the world do we display in the 4-10 bits available to our device?



High dynamic range imaging











Slide credits





Key idea

1. Exposure bracketing: Capture multiple LDR images at different exposures

2. Merging: Combine them into a single HDR image
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Ways to vary exposure
1. Shutter speed

2. F-stop (aperture, iris)

3. ISO

4. Neutral density (ND) filters

Pros and cons of each for HDR?



Ways to vary exposure
1. Shutter speed

ςRange: about 30 sec to 1/4000 sec (6 orders of magnitude)
ςPros: repeatable, linear
ςCons: noise and motion blur for long exposure

2. F-stop (aperture, iris)
ςRange: about f/0.98 to f/22 (3 orders of magnitude)
ςPros: fully optical, no noise
ςCons: changes depth of field

3. ISO
ςRange: about 100 to 1600 (1.5 orders of magnitude)
ςPros: no movement at all
ςCons: noise

4. Neutral density (ND) filters
ςRange: up to 6 densities (6 orders of magnitude)
ςPros: works with strobe/flash
ςCons: not perfectly neutral (color shift), extra glass (interreflections, aberrations), 

need to touch camera (shake)



Exposure bracketing with shutter speed

Note: shutter times usually obey a power series ςŜŀŎƘ άǎǘƻǇέ ƛǎ ŀ ŦŀŎǘƻǊ ƻŦ н

1/4, 1/8, 1/15, 1/30, 1/60, 1/125, 1/250, 1/500, 1/1000 sec

usually really is

1/4, 1/8, 1/16, 1/32, 1/64, 1/128, 1/256, 1/512, 1/1024 sec

Questions:

1. How many exposures?

2. What exposures?



Exposure bracketing with shutter speed

Note: shutter times usually obey a power series ςŜŀŎƘ άǎǘƻǇέ ƛǎ ŀ ŦŀŎǘƻǊ ƻŦ н

1/4, 1/8, 1/15, 1/30, 1/60, 1/125, 1/250, 1/500, 1/1000 sec

usually really is

1/4, 1/8, 1/16, 1/32, 1/64, 1/128, 1/256, 1/512, 1/1024 sec

Questions:

1. How many exposures?

2. What exposures?

Answer: Depends on the scene, but a good default is 5 exposures, 
the metered exposure and +/- 2 stops around that.



Key idea

1. Exposure bracketing: Capture multiple LDR images at different exposures

2. Merging: Combine them into a single HDR image



The image processing pipeline

¢ƘŜ ǎŜǉǳŜƴŎŜ ƻŦ ƛƳŀƎŜ ǇǊƻŎŜǎǎƛƴƎ ƻǇŜǊŀǘƛƻƴǎ ŀǇǇƭƛŜŘ ōȅ ǘƘŜ ŎŀƳŜǊŀΩǎ image signal 
pǊƻŎŜǎǎƻǊ όL{tύ ǘƻ ŎƻƴǾŜǊǘ ŀ w!² ƛƳŀƎŜ ƛƴǘƻ ŀ άŎƻƴǾŜƴǘƛƻƴŀƭέ ƛƳŀƎŜΦ

analog front-
end

RAW image 
(mosaiced, 

linear, 12-bit)
white 

balance
CFA 

demosaicing
denoising

color 
transforms

tone 
reproduction

compression
final RGB 

image (non-
linear, 8-bit)



The image processing pipeline
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RAW images have a linear response curve

when not over/under exposed

Colorchecker: Great tool for 
radiometric and color calibration.

Patches at bottom row have 
reflectance that increases linearly.



Over/under exposure

in shadows we are 
limited by noise

in highlights we are 
limited by clipping



RAW (linear) image formation model

Exposure time:
t5 t4 t3 t2 t1

Real scene radiance for image pixel (x,y):    L(x, y) 

What is an expression for the image Ilinear(x,y) as a function of L(x,y)?



RAW (linear) image formation model

Exposure time:
t5 t4 t3 t2 t1

Real scene radiance for image pixel (x,y):    L(x, y) 

What is an expression for the image Ilinear(x,y) as a function of L(x,y)?

Ilinear(x,y) = clip[ t i  L(x,y) + noise ]

How would you merge these images into an HDR one?



Merging RAW (linear) exposure stacks

t5 t4 t3 t2 t1

For each pixel:

1. CƛƴŘ άǾŀƭƛŘέ ƛƳŀƎŜǎ

2. Weight valid pixel values appropriately

3. Form a new pixel value as the weighted average of valid pixel values

How would you 
implement steps 1-2?



Merging RAW (linear) exposure stacks

t5 t4 t3 t2 t1

For each pixel:

1. CƛƴŘ άǾŀƭƛŘέ ƛƳŀƎŜǎ

2. Weight valid pixel values appropriately

3. Form a new pixel value as the weighted average of valid pixel values

(noise) 0.05 < pixel < 0.95 (clipping)

valid

noise

clipped



Merging RAW (linear) exposure stacks

t5 t4 t3 t2 t1

For each pixel:

1. CƛƴŘ άǾŀƭƛŘέ ƛƳŀƎŜǎ

2. Weight valid pixel values appropriately

3. Form a new pixel value as the weighted average of valid pixel values

(noise) 0.05 < pixel < 0.95 (clipping)

(pixel value) / t i



Merging result (after tonemapping)



What if I cannot use raw?



Radiometric calibration



The image processing pipeline

ÅCan you foresee any problem when we switch from RAW to rendered images?

analog front-
end

RAW image 
(mosaiced, 

linear, 12-bit)
white 

balance
CFA 

demosaicing
denoising

color 
transforms

tone 
reproduction

compression
final RGB 

image (non-
linear, 8-bit)



The image processing pipeline

ÅCan you foresee any problem when we switch from RAW to rendered images?
ÅHow do we deal with the nonlinearities?

analog front-
end

RAW image 
(mosaiced, 

linear, 12-bit)
white 

balance
CFA 

demosaicing
denoising

color 
transforms

tone 
reproduction

compression
final RGB 

image (non-
linear, 8-bit)



Radiometric calibration

¢ƘŜ ǇǊƻŎŜǎǎ ƻŦ ƳŜŀǎǳǊƛƴƎ ǘƘŜ ŎŀƳŜǊŀΩǎ ǊŜǎǇƻƴǎŜ ŎǳǊǾŜΦ /ŀƴ ōŜ ǘǿƻ ƛƴ ǘƘǊŜŜ ǿŀȅǎΥ

ÅTake images of scenes with different irradiance while keeping exposure the same.

ÅTakes images under different exposures while keeping irradiance the same.

ÅTakes images of scenes with different irradiance and under different exposures.



Same camera exposure, varying scene irradiance

Patches at bottom row have 
reflectance that increases linearly.

Colorchecker: Great tool for 
radiometric and color calibration.

Different values correspond to patches of 
increasing reflected irradiance.



Same scene irradiance, varying camera exposure
Colorchecker: Great tool for white 
balancing and radiometric calibration.

All points on (the white part of) the 
target have the same reflectance.

Different values correspond to images 
taken under increasing camera exposure.
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Varying both scene irradiance and camera exposure
You can do this using the LDR exposure stack itself
ÅMore information in Homework 2

Same scene irradiance, different camera exposure

Same scene irradiance, different camera exposure



Non-linear image formation model
Real scene radiance for image pixel (x,y): L(x, y)

How would you merge the non-linear images into an HDR one?

Exposure time: t i

Ilinear(x,y) = clip[ t i  L(x,y) + noise ]

Inon-linear(x,y) = f[ Ilinear(x,y) ]



Non-linear image formation model
Real scene radiance for image pixel (x,y): L(x, y)

Use inverse transform to estimate linear image, then proceed as before

Exposure time: t i

Ilinear(x,y) = clip[ t i  L(x,y) + noise ]

Inon-linear(x,y) = f[ Ilinear(x,y) ] Iest(x,y) = f-1[ Inon-linear(x,y) ]



Linearization

Inon-linear(x,y) = f[ Ilinear(x,y) ]

Iest(x,y) = f-1[ Inon-linear(x,y) ]



Merging non-linear exposure stacks

1. Calibrate response curve

2. Linearize images

For each pixel:

3. CƛƴŘ άǾŀƭƛŘέ ƛƳŀƎŜǎ

4. Weight valid pixel values appropriately

5. Form a new pixel value as the weighted average of valid pixel values

(noise) 0.05 < pixel < 0.95 (clipping)

(pixel value) / t i

Same steps as in the RAW case.



What if I cannot measure the response curve?



You may find information in the image itself

LŦ ȅƻǳ Ŏŀƴƴƻǘ Řƻ ŎŀƭƛōǊŀǘƛƻƴΣ ǘŀƪŜ ŀ ƭƻƻƪ ŀǘ ǘƘŜ ƛƳŀƎŜΩǎ 
EXIF data (if available).

Often contains information about tone reproduction 
curve and color space.



Tone reproduction curves

The exact tone reproduction curve depends on the camera.
ÅOften well approximated as L,ɹ for different values of the power ɹόάƎŀƳƳŀέύΦ
ÅA good default is ɹ= 1 / 2.2.

before gamma after gamma

If nothing else, take the square of your image to approximately remove effect of tone 
reproduction curve.



Other facets of HDR imaging



Relative vs absolute radiance
Final fused HDR image gives radiance only up to a global scale
Å If we know exact radiance at one point, we can convert relative HDR 

image to absolute radiance map

HDR image 
(relative radiance)

spotmeter(absolute 
radiance at one point)

absolute 
radiance map



Basic HDR approach

1. Capture multiple LDR images at different exposures

2. Merge them into a single HDR image

Any problems with this approach?



Basic HDR approach

1. Capture multiple LDR images at different exposures

2. Merge them into a single HDR image

Problem: Very sensitive to movement

ÅScene must be completely static

ÅCamera must not move

Most modern automatic HDR solutions include an alignment step before merging exposures



How do we store HDR images?

ÅMost standard image formats store integer 8-bit images
ÅSome image formats store integer 12-bit or 16-bit images
ÅHDR images are floating point 32-bit or 64-bit images



How do we store HDR images?
Use specialized image formats for HDR images

sign exponent mantissa

portable float map (.pfm)
Åvery simple to implement

red green blue exponent

32 bits

Radiance format (.hdr)
Åsupported by Matlab

sign exponent mantissa

OpenEXRformat (.exr)
Åmultiple extra features



Another type of HDR images
Light probes: place a chrome sphere in the scene and capture an HDR image
ÅUsed to measure real-ǿƻǊƭŘ ƛƭƭǳƳƛƴŀǘƛƻƴ ŜƴǾƛǊƻƴƳŜƴǘǎ όάŜƴǾƛǊƻƴƳŜƴǘ ƳŀǇǎέύ

Application: image-
based relighting 
(later lecture)



Another way to create HDR images

Physics-based renderers simulate radiance maps 
(relative or absolute)

ÅTheir outputs are very often HDR images


